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Type Art. No. 

257.01 102616 

257.02 A 102617 

257.02 102618 

257.02-ES 102619 

257.03 102620 

257.03-ES 139319 

257.038 102621 
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Applicable at temperatures -20 °C...+60 °C / Internal test temperature -25 °C...+65 °C 
 

 Aluminium Copper Stainless steel 

Material Al 99.5 CuTeP X 6 CrNiMoTi 17 12 2 

Material No. / Norm 3.0255 / DIN 1712-3  
EN AW-1050A / EN 573-3  

2.1546 / DIN 17666  
CW118C / EN 12164  

1.4571 / EN 10088-3  
 

Manufacturing Process pressed turned turned 

Heat treatment or condition 360 °C / 2 h / forming gas 
Furnace cooling 

525 °C / 1 h / forming gas 
Remove furnace insert and cool in it 

1020...1120 °C 
Bright annealing 

Hardness 20…25 HB1/2,5 45…60 HB1/5 120…160 HV 2 

Surface metallic bright 

Sealing behavior at 
rotation 

90° 
180° 
360° 

250 bar 
350 bar 
450 bar 

450 bar 
700 bar 

1000 bar 

1500 bar 
1500 bar 

- 

Δ d2 in % after 360° rotation 
approx. 14 % 

400° rotation 
approx. 15 % 

270° rotation 
approx. 9 % 

 
PTFE seals have reached their maximum tightening torque when the joint is tight.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

mailto:technik@riegler.de


 

Profile seals for pressure gauges 
Art. No. 102616 to 102621 

Art. No. 139319 

 P 2-31_e 

 

 

 
RIEGLER & Co. KG, Sales Engineering  edition  01/2024 page 5 from 5 
Schützenstraße 27 | 72574 Bad Urach 
Tel. +49 7125 9497-642 

technik@riegler.de  

 
Subject to technical changes an errors reserved. The proficiency testing is the responsibility of the user. The specified data do not represent legally 
guaranteed properties 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

mailto:technik@riegler.de

