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»R25ST« series 
 
Single-sided blocking, high quality and robust quick connect coupling for high flow values. 
To prevent injuries or a "whiplash" effect, we recommend that the plug-in nipple is held with one hand during uncoupling. 
 
These quick disconnect couplings are not suitable for direct attachment to pulsating tools. 
We recommend using our vibration dampers, according to ISO 6150 § 7.1. 
 
Areas of application: Pneumatic system, machine and plant engineering, measurement, monitoring and control systems, 
manufacturing industry, medical technology, chemical / pharmaceutical industry, workshops, automotive, mining. 
 
Operating pressure    0 - 35 bar 
Medium temperature   -20 °C to 100 °C 
Ambient temperature    -20 °C to 100 °C 
Flow rate     2000 l/min (air)   
Flow rate measurement    at 6 bar and Δp = 0.5 bar 
Housing      Galvanised steel 
Valve      Die-cast zinc (zamac) 
Spring      Stainless steel 
Sleeve     Galvanised steel 
Ball      Stainless steel 
Threaded piece     Galvanised steel 
Sealant      NBR 
 
 

Quick disconnect coupling DN 7.8, galvanised steel, male 

Art. No. Type No. Connection Length 
mm 

a/f 
mm 

141512 244.61-E R 1/4 ET 59.0 19 

141513 244.62-E R 3/8 ET 61.0 19 

141514 244.63-E R 1/2 ET 55.0 22 

 

Quick disconnect coupling DN 7.8, galvanised steel, female 

Art. No. Type No. Connection Length 
mm 

a/f 
mm 

141515 244.71-E G 1/4 IT 54.0 19 

141516 244.72-E G 3/8 IT 54.0 19 

141517 244.73-E G 1/2 IT 56.0 24 

 

Quick disconnect coupling DN 7.8, galvanised steel, with hose stem 

Art. No. Type No. Connection Length 
mm 

a/f 
mm 

141518 244.81-E Stem, I.D. 6 70.0 19 

141519 244.82-E Stem, I.D. 8 70.0 19 

141520 244.85-E Stem, I.D. 9 70.0 19 

141521 244.83-E Stem, I.D. 10 70.0 19 

141522 244.84-E Stem, I.D. 13 70.0 19 
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Quick disconnect coupling DN 7.8, galvanised steel, with hose connector 

Art. No. Type No. Connection Length 
mm 

a/f 
mm 

141523 244.90-E Hose connection 8x6 61.0 19 

141524 244.91-1-E Hose connection 10x8 64.0 19 

141525 244.92-1-E Hose connection 12x9 64.0 19 

 

Quick disconnect coupling DN 7.8, galvanised steel, with bulkhead fitting and hose stem 

Art. No. Type No. Bulkhead 
fitting 

Connection Length 
mm 

a/f 
mm 

141529 244.51-E M12x1 Stem, I.D. 6 79.0 19 

141530 244.52-E M12x1 Stem, I.D. 8 79.0 19 

141531 244.53-E G 1/4 Stem, I.D. 10 79.0 19 

 

Quick disconnect coupling DN 7.8, galvanised steel, with hose connector, with swivel nut and kink protector spring 

Art. No. Type No. Version Connection Length 
mm 

a/f 
mm 

141526 244.41-E Rigid Hose connection 8x6 143.0 19 

141527 244.42-E Rigid Hose connection 10x8 160.0 19 

141528 244.43-E Rigid Hose connection 12x9 160.0 19 
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Stem for couplings DN 7.2 - DN 7.8, galvanised steel 

Art. No. Type No. Description Length 
mm 

141532 244.571 Stem, I.D. 6 46.0 

141533 244.572 Stem, I.D. 8 46.0 

141534 244.573 Stem, I.D. 9 46.0 

141535 244.574 Stem, I.D. 10 48.0 

141536 244.575 Stem, I.D. 13 48.0 

141537 244.576 Stem, I.D. 16 48.0 

 

Plug for couplings DN 7.2 - DN 7.8, galvanised steel, male with thread coating 

Art. No. Type No. Description Length 
mm 

a/f 
mm 

141545 244.560 Plug, R 1/8 ET 33.0 13 

141546 244.561 Plug, R 1/4 ET 37.0 14 

141547 244.562 Plug, R 3/8 ET 37.0 17 

141548 244.563 Plug, R 1/2 ET 43.0 22 

 

Plug for couplings DN 7.2 - DN 7.8, galvanised steel, female 

Art. No. Type No. Description Length 
mm 

a/f 
mm 

141549 244.550 Plug, G 1/8 IT 32.0 14 

141550 244.551 Plug, G 1/4 IT 33.0 17 

141551 244.552 Plug, G 3/8 IT 33.0 19 

141552 244.553 Plug, G 1/2 IT 36.0 24 

 
 

Plug for couplings DN 7.2 - DN 7.8, galvanised steel, for hose 

Art. No. Type No. Description Length 
mm 

a/f 
mm 

141538 244.580 Plug for hose 6x4 34.0 12 

141539 244.581 Plug for hose 8x6 33.0 14 

141540 244.583 Plug for hose 10x8 42.0 17 

141541 244.585 Plug for hose 12x9 42.0 14 

 
 

Plug for couplings DN 7.2 - DN 7.8, galvanised steel, for hose with kink protector spring 

Art. No. Type No. Description Length 
mm 

a/f 
mm 

158818 244.590 for hose 6x4 with kink protector spring 111.0 12 

141542 244.591 for hose 8x6 with kink protector spring 116.0 14 

141543 244.592 for hose 10x8 with kink protector spring 140.0 19 

141544 244.593 for hose 12x9 with kink protector spring 142.0 17 
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