
 

Quick disconnect couplings DN 10 
Art. No. 141553 to 107464 

 P 5-122 e 

 

 

 
RIEGLER & Co. KG, eDocumentation  Edition  02/2024 Page 1 of 4 
Schützenstraße 27 | 72574 Bad Urach 
Tel. +497125 9497-41 | -260 | -620 
eDocumentation@riegler.de  
 
Subject to technical changes an errors reserved. The proficiency testing is the responsibility of the user. The specified data do not represent 
legally guaranteed properties 

»R27EMSV« series 
 
Single-sided blocking and robust quick connect coupling with high flow performance. 
To prevent injuries or a "whiplash" effect, we recommend that the plug-in nipple is held with one hand 
during uncoupling. 
 
These quick disconnect couplings are not suitable for direct attachment to pulsating tools. 
We recommend using our vibration dampers, according to ISO 6150 § 7.1. 
 
Areas of application: Pneumatic system, Machine and plant engineering, Measurement, monitoring and control systems, 
manufacturing industry, medical technology, chemical / pharmaceutical industry, workshops, automotive, food 
technology, aerospace. 
 
Operating pressure   0 - 35 bar 
Medium temperature   -20 °C to 100 °C 
Ambient temperature    -20 °C to 100 °C 
Flow rate     3500 l/min (air)   
Flow rate measurement    at 6 bar and Δp = 0.5 bar 
Housing      Nickel-plated brass 
Valve     Nickel-plated brass 
Spring      Stainless steel 
Sleeve     Galvanised steel 
Threaded piece     Nickel-plated brass 
Sealant      NBR 
 
 

Quick disconnect coupling DN 10, steel / nickel-plated brass, male 

Art. No. Type No. Connection 
Length 

mm 
a/f 
mm 

141553 241.42-E R 3/8 ET 65.0 24 

141554 241.43-E R 1/2 ET 65.0 24 

141555 241.44-E R 3/4 ET 65.0 27 

 

Quick disconnect coupling DN 10, steel / nickel-plated brass, female 

Art. No. Type No. Connection 
Length 

mm 
a/f 
mm 

141556 241.52-E G 3/8 IT 59.0 24 

141557 241.53-E G 1/2 IT 62.0 24 

141558 241.54-E G 3/4 IT 66.0 30 

 

Quick disconnect coupling DN 10, steel / nickel-plated brass, with hose stem 

Art. No. Type No. Connection 
Length 

mm 
a/f 
mm 

141559 241.64-E Stem, I.D. 10 75.0 24 

141560 241.65-E Stem, I.D. 13 75.0 24 

142168 241.66-E Stem, I.D. 16 75.0 24 
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Stem for couplings DN 10, hardened, nickel-plated steel 

Art. No. Type No. Description 
Length 

mm 
 

107450 T 243/6 Stem, I.D. 6 48.0 

107451 T 243/8 Stem, I.D. 8 48.0 

107452 T 243/9 Stem, I.D. 9 48.0 

107453 T 243/10 Stem, I.D. 10 48.0 

107454 T 243/13 Stem, I.D. 13 48.0 

107455 T 243/16 Stem, I.D. 16 49.0 

107456 T 243/19 Stem, I.D. 19 49.0 

 

Plug for couplings DN 10, hardened, nickel-plated steel, male PTFE coated 

Art. No. Type No. Description 
Length 

mm 
a/f 
mm 

107457 N 243/1 Plug, R 1/4 ET 40.0 17 

107458 N 243/2 Plug, R 3/8 ET 40.0 17 

107459 N 243/3 Plug, R 1/2 ET 45.0 22 

107460 N 243/4 Plug, R 3/4 ET 48.0 27 

 

Plug for couplings DN 10, hardened, nickel-plated steel, female 

Art. No. Type No. Description 
Length 

mm 
a/f 
mm 

107461 N 243/6 Plug, G 1/4 IT 33.0 17 

107462 N 243/7 Plug, G 3/8 IT 33.0 19 

107463 N 243/8 Plug, G 1/2 IT 37.0 24 

107464 N 243/9 Plug, G 3/4 IT 42.0 32 
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