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SEK type 
 

One-hand safety coupling with double locking mechanism. 
Connection: Similar to standard couplings, simply by pressing the plug into the coupling.  
Disconnection: The first locking mechanism is accessible when the sleeve is pushed back.  
The coupling valve closes. Air can then be relieved from the plug side (hose). The second locking mechanism is released by 
actuating the unlocking sleeve again. The coupling can now be disconnected. 
 
 

Operating pressure: -0,95 - 35 bar, max. 10 bar when 
engaging/disengaging 

Medium and ambient 
temperature: 

 
-20 °C to 60 °C 

Flow rate (air): 1350 l/min (at 6 bar and ∆p = 1 bar) 
Housing, sleeve and body: Nickel-plated brass 
Springs, balls: Stainless steel 
Sealant: NBR 
 
 
 
 
 
 
 
 
 

Safety coupling DN 7.8, male 

Art. No. Type No. Connection 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

129966 SEKMSNG14AG G 1/4 male 22 43.0 27.0 8.0 

129967 SEKMSNG38AG G 3/8 male 22 44.0 27.0 9.0 

129968 SEKMSNG12AG G 1/2 male 24 45.5 27.0 10.5 

       

Safety coupling DN 7.8, female 

Art. No. Type No. Connection 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

129969 SEKMSNG14IG G 1/4 female 22 48.0 27.0 12.0 

129970 SEKMSNG38IG G 3/8 female 22 48.0 27.0 12.0 

129971 SEKMSNG12IG G 1/2 female 24 51.0 27.0 14.0 

       

Safety coupling DN 7.8, with hose stem 

Art. No. Type No. Connection 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

129972 SEKMSNLW6 Stem I.D. 6 22 58.0 27.0 23.5 

129973 SEKMSNLW8 Stem I.D. 8 22 58.0 27.0 23.5 

129974 SEKMSNLW9 Stem I.D. 9 22 58.0 27.0 23.5 

129975 SEKMSNLW10 Stem I.D. 10 22 58.0 27.0 23.5 

129976 SEKMSNLW13 Stem I.D. 13 22 58.0 27.0 23.5 
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Stem for couplings DN 7.2 - DN 7.8, hardened, galvanised steel 

Art. No. Type No. Designation 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

107541 243.06 ST Stem, I.D. 6 - 48.0 12.0 25.0 

107542 243.06 ST-8 Stem, I.D. 8  48.0 12.0 25.0 

107543 243.07 ST Stem, I.D. 9 - 48.0 12.0 25.0 

107544 243.07 ST-10 Stem, I.D. 10  48.0 12.0 25.0 

107545 243.10 ST Stem, I.D. 13 - 48.0 12.0 25.0 

       

Plug for couplings DN 7.2 - DN 7.8, hardened, galvanised steel, male 

Art. No. Type No. Designation 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

107546 243.49 ST Plug, G 1/8 male 13 33.0 - 9.0 

107547 243.50 ST Plug, G 1/4 male 17 33.0 - 9.0 

107548 243.51 ST Plug, G 3/8 male 19 34.0 - 9.0 

107549 243.52 ST Plug, G 1/2 male 24 38.0 - 11.0 

       

Plug for couplings DN 7.2 - DN 7.8, hardened, galvanised steel, female 

Art. No. Type. No. Designation 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

107550 243.54 ST Plug, G 1/8 female 14 30.0 - 10.0 

107551 243.55 ST Plug, G 1/4 female 17 38.5 - 16.0 

107552 243.56 ST Plug, G 3/8 female 19 39.0 - 16.0 

107553 243.57 ST Plug, G 1/2 female 24 44.0 - 16.0 
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