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»R21MSV« series 
 
One-hand quick disconnect couplings, one side sealing, compact with a large bore and only a small 
pressure drop. 
To prevent injuries or a "whiplash" effect, we recommend that the plug-in nipple is held with one hand 
during uncoupling. 
 
Areas of application: Pneumatic system, measurement, monitoring and control systems, manufacturing 
industry, medical technology, chemical / pharmaceutical industry, automotive, food technology. 
 
 
Operating pressure 0 to 35 bar, maximum static working pressure (non-pulsating) 
Medium and ambient temperature -20 °C to 100 °C 
Housing, sleeve and body Nickel-plated brass 
Spring, retaining ring, ball Stainless steel 
Sealant NBR 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

243.19-N 

 
 

243.21-N 

 
 
243.26-N 

Quick disconnect coupling DN 5, nickel-plated brass, male 

Type No. Article No. Connection 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

243.18-N 107158 G 1/8 male 14 36.5 16.0 7.0 

243.19-N 107159 G 1/4 male 17 38.0 16.0 9.0 

243.19/S-N 107160 G 3/8 male 19 38.0 16.0 9.0 

       

Quick disconnect coupling DN 5, nickel-plated brass, female 

Type No. Article No. Connection 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

243.20-N 107161 G 1/8 female 14 38.0 16.0 9.0 

243.21-N 107162 G 1/4 female 17 38.0 16.0 9.0 

243.21/S-N 107163 G 3/8 female 19 40.0 16.0 10.5 

       

Quick disconnect coupling DN 5, nickel-plated brass with hose stem 

Type No. Article No. Connection 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

243.25-N 107164 Stem, I.D. 4 - 47.0 16.0 17.0 

243.42-N 107165 Stem, I.D. 5 - 46.0 16.0 17.0 

243.26-N 107166 Stem, I.D. 6 - 46.0 16.0 17.0 

243.43-N 107167 Stem, I.D 8 - 46.0 16.0 17.0 

243.26/S-N 107168 Stem, I.D. 9 - 46.0 16.0 17.0 
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243.27-N 

 
 

243.35-N 

 
 

243.006-N 

Quick disconnect coupling DN 5, nickel-plated brass with hose connector 

Type No. Article No. Connection 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

243.27-N 107169 Hose connection 6x4 14 43.0 16.0 - 

243.28-N 107170 Hose connection 8x6 14 43.0 16.0 - 

       

Quick disconnect coupling DN 5, nickel-plated brass with hose connector, swivel nut and kink protector spring 

Type No. Article No. Version Connection 
a/f  
mm 

L  
mm 

D  
mm 

243.35-N 107171 Rigid 
Hose connection  

6x4 
14 120.0 16.0 

243.36-N 107172 Rigid 
Hose connection 

8x6 
14 132.0 16.0 

243.37-N 107173 Swivelling 360° 
Hose connection 

6x4 
14 134.0 16.0 

243.38-N 107174 Swivelling 360° 
Hose connection 

8x6 
14 142.5 16.0 

       

Quick disconnect coupling DN 5, nickel-plated brass, with push-in fitting 

Type No. Article No. Connection 
a/f  
mm 

L 
mm 

D  
mm 

243.006-N 107175 6 mm 14 43.5 16.0 

243.008-N 107176 8 mm 17 46.5 16.0 

 

 
Male 

 
Female 

 
Stem 

 
Hose connection 

 
push-in 

 
 

243.008-N 
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Stem for couplings DN 5, nickel-plated brass 

Type No. Article No. Description 
a/f  
mm 

L  
mm 

D  
mm 

L1 
mm 

L2  
mm 

243.16-N 107177 Stem, I.D. 4 - 27.3 8.9 14.0 13.0 

243.17-N 107178 Stem, I.D. 6 - 32.0 8.9 14.0 17.7 

243.17/S-N 107179 Stem, I.D. 9 - 33.6 8.9 14.0 17.7 

        

Plug for couplings DN 5, nickel-plated brass, for hose 

Type No. Article No. Description 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

L2  
mm 

243.29-N 107180 Plug for hose 6x4 14 32.2 - 14.0 14.0 

243.30-N 107181 Plug for hose 8x6 14 32.2 - 14.0 14.0 

        

Plug for couplings DN 5, nickel-plated brass, for hose with swivel nut and kink protector 

Type No. Article No. Description 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

L2  
mm 

243.39-N 107182 Plug for hose 6x4 12 110.0 - - - 

243.39/1-N 107183 Plug for hose 8x6 14 120.0 - - - 

        

Plug for couplings DN 5, nickel-plated brass, male 

Type No. Article No. Description 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

L2  
mm 

243.031-N 107184 Plug, G 1/8 male 14 25.0 - 14.0 7.0 

243.032-N 107185 Plug, G 1/4 male 17 26.2 - 14.0 8.0 

243.032/S-N 107186 Plug, G 3/8 male 19 26.7 - 14.0 8.5 

        

Plug for couplings DN 5, nickel-plated brass, female 

Type No. Article No. Description 
a/f  
mm 

L  
mm 

D  
mm 

L1  
mm 

L2  
mm 

243.033-N 107187 Plug, G 1/8 female 14 25.0 - 14.0 9.0 

243.034-N 107188 Plug, G 1/4 female 17 26.0 - 14.0 10.0 

243.034/S-N 107189 Plug, G 3/8 female 19 26.0 - 14.0 10.0 

        

Push-in plug for couplings DN 5, nickel-plated brass 

Type No. Article No. Description 
a/f  
mm 

L  
mm 

D  
mm 

243.600-N 107190 Push-in plug, 6 mm 14 33.0 13.0 

243.800-N 107191 Push-in plug, 8 mm 17 37.0 15.0 
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Flow charts  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

243.17-N 

 
 

243.29-N 
 

 
243.39/1-N 

 
 

243.032-N 

 
 

243.034-N 

 
 

243.600-N 

 
Stem 

 
Plug (male) 

 
Plug (female) 

 
Plug for hose 

 
push-in 
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