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»R26EMSV« series, connect line type 
 
Universal, one-hand quick disconnect couplings, one side sealing, at an unbeatably low price. 
The closed sleeve protects the coupling from dirt. 
In combination with steel plugs, this coupling can also be used for pneumatic tools thanks to its hardened locking pins. 
To prevent injuries or a "whiplash" effect, we recommend that the plug-in nipple is held with one hand during uncoupling. 
These quick disconnect couplings are not suitable for direct attachment to pulsating tools. 
We recommend using our vibration dampers, according to ISO 6150 § 7.1. 
Areas of application: Pneumatic system, machine and plant engineering, measurement, monitoring and control systems, 
manufacturing industry, medical technology, chemical / pharmaceutical industry, workshops, automotive. 
 
 
 
Operating pressure 0 to 35 bar, maximum static working pressure (non-pulsating)  

Medium and ambient temperature -20 °C to 100 °C 

Housing, sleeve and valve body Nickel-plated brass 

Springs, retaining ring and locking pins Stainless steel 

Sealant NBR 
 
 
 
 
Flow rates: 
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Quick connect coupling DN 7.2, nickel-plated brass, male 

Type No. Art. No. Connection 
a/f 
mm 

L  
mm 

D  
mm 

L1  
mm 

243.01-N E 115613 G 1/4 male 21 39.0 24.6 8.5 

243.02-N E 115615 G 3/8 male 21 39.0 24.6 8.5 

243.03-N E 115617 G 1/2 male 21 40.5 24.6 10.0 

 
 

 
     

Quick connect coupling DN 7.2, nickel-plated brass, female 

Type No. Art. No. Connection 
a/f 
mm 

L  
mm 

D  
mm 

L1  
mm 

243.11-N E 115619 G 1/4 female 21 40.5 24.6 12.0 

243.22-N E 115633 G 3/8 female 21 40.5 24.6 10.0 

243.33-N E 115645 G 1/2 female 24 42.5 24.6 12.0 

 

 
Male 

 
Female 

 
Hose stem 

Quick connect coupling DN 7.2, nickel-plated brass, with hose stem 

Type No. Art. No. Connection 
a/f 
mm 

L  
mm 

D  
mm 

L1  
mm 

243.44-N E 115647 Stem, I.D. 6 - 54.0 24.6 24.0 

243.45-N E 115649 Stem, I.D. 9 - 54.0 24.6 24.0 

243.46-N E 115651 Stem, I.D. 13 - 53.5 24.6 24.0 
       

 
 

 
 

243.45-N E 

 
 
243.03-N E 

 
 
 
 
 
 
243.33-N E 
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Stem for coupling DN 7.2 – DN 7.8, nickel-plated brass 

Type No. Art. No. Description 
a/f 
mm 

L  
mm 

D  
mm 

L1  
mm 

243.06-N 107300 Stem, I.D. 6 - 44.0 12.0 24.0 

243.351-N 107233 Stem, I.D. 8 - 48.0 12.0 25.0 

243.07-N 107302 Stem, I.D. 9 - 44.0 12.0 24.0 

243.352-N 107303 Stem, I.D. 10 - 48.0 12.0 25.0 

243.10-N 107304 Stem, I.D. 13 - 46.0 11.9 24.0 

       

Plug for couplings DN 7.2 - DN 7.8, nickel-plated brass, male 

Type No. Art. No. Description 
a/f 
mm 

L  
mm 

D  
mm 

L1  
mm 

243.48-N 107305 Plug G 1/8 male 14 31.0 - 7.0 

243.50-N 107306 Plug G 1/4 male 17 32.0 - 8.0 

243.51-N 107307 Plug G 3/8 male 19 33.0 - 8.5 

243.52-N 107308 Plug G 1/2 male 24 35.0 - 10.0 

       

Plug for couplings DN 7.2 - DN 7.8, nickel-plated brass, female 

Type No.  Art. No. Description 
a/f 
mm 

L  
mm 

D  
mm 

L1  
mm 

243.54-N 107309 Plug G 1/8 female 14 31.0 - 9.0 

243.55-N 107310 Plug G 1/4 female 17 32.0 - 10.0 

243.56-N 107311 Plug G 3/8 female 19 32.0 - 10.0 

243.57-N 107312 Plug G 1/2 female 24 34.0 - 12.0 

 

 
 
243.06-N 

 
 

243.50-N 

 
Stem 

 
Plug male 

 
Plug female 

 
 

243.55-N 
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Plug for couplings DN 7.2 - DN 7.8, nickel-plated brass, for hose 

Type No. Art. No.  Description 
a/f 
mm 

L  
mm 

D  
mm 

L1  
mm 

L2  
mm 

243.216-N 107313 Plug for hose 6x4 12 34.0 12.0 6.0 6.0 

243.217-N 107314 Plug for hose 8x6 14 34.0 12.0 6.0 5.0 

243.218-N 107315 Plug for hose 10x8 17 42.0 12.0 6.0 6.0 

        

Plug for couplings DN 7.2 - DN 7.8, nickel-plated brass, for hose with swivel nut and kink protector spring 

Type No. Art. No.  Description 
a/f 
mm 

L  
mm 

D  
mm 

L1  
mm 

L2  
mm 

243.357-N 107318 
for hose 10x8 with swivel nut and kink 

protector spring 
17 132.0 - 9.0 8.0 

243.358-N 107319 
for hose 12x9 with swivel nut and kink 

protector spring 
17 139.0 - 9.0 8.0 

 

 
 

243.216-N 

 
Plug for hose 

 
 
243.357-N 

 
Plug for hose with swivel nut and kink protector 
spring 
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Plug for couplings DN 7.2 - DN 7.8, swivel type, nickel-plated brass 

Type No. Art. No. Connection 
I.D. 
mm 

a/f 
mm 

L 
mm 

L1 
mm 

D1 
mm 

D2 
mm 

243.981 107320 G 1/4 female - 22 53.0 10.0 12.0 10.0 

243.982 107321 G 1/4 male - 22 53.0 - 12.0 10.0 

         

Hose stem, swivel type, nickel-plated brass / steel, male 

Type No.  Art. No. Connection Material 
I.D. 
mm 

a/f 
mm 

L 
mm 

L1 
mm 

L2 
mm 

243.993 107322 G 1/4 male Nickel-plated brass 6 22 58.0 9.0 24.0 

243.994 107323 G 1/4 male Nickel-plated brass 8 22 58.0 9.0 24.0 

243.9960 107324 G 1/4 male Nickel-plated brass 9 22 58.0 9.0 24.0 

243.999 107325 G 1/4 male Nickel-plated brass 10 22 58.0 9.0 24.0 

243.1000 107326 G 1/4 male Nickel-plated brass 13 22 58.0 9.0 24.0 

243.997 107327 R 3/8 male Nickel-plated steel 6 19 54.0 - 18.0 

243.998 107328 R 3/8 male Nickel-plated steel 9 19 54.0 - 18.0 

         

Hose stem, swivel type, nickel-plated brass, female 

Type No. Art. No. Connection 
I.D. 
mm 

a/f 
mm 

L 
mm 

L1 
mm 

L2 
mm 

243.1001 107329 G 1/4 female 6 22 59.0 10.0 24.0 

243.1002 107330 G 1/4 female 8 22 59.0 10.0 24.0 

243.1003 107331 G 1/4 female 9 22 59.0 10.0 24.0 

243.1004 107332 G 1/4 female 10 22 59.0 10.0 24.0 

243.1005 107333 G 1/4 female 13 22 59.0 10.0 24.0 

 

 
 

243.982 

 
 

243.997 

 
 

243.999 

 
 

243.1004 

 
 
Plug, swivel type 

 
Hose stem, male 

 
Hose stem, female 
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