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Manufactured from high impact-resistant, UV-stabilised engineering plastic, extremely resistant to weathering. 
Good chemical resistance to benzine, diesel oil, fuel oil and alkalis.  
Not suitable for use with acids. 

 
Screw fitting body:   Polyamide (PA) 
Clamping ring:   Polypropylene (PP) 
Knurled nut:    Polypropylene (PP) 
Operating pressure:   Dependent on operating temperature 
     Max. 10 bar (at 20 °C) 
     Max. 1 bar (at 60 °C) 

    
 
 

 

 
 
 
 
 
 
                                                                                                          
 
 
 
 

 
Male connectors with male G thread 
 

Art. No. Ident No. Thread 
For hose 

mm 
L 

mm 
L1 

mm 
L2 

mm 
a/f 

mm 

120.01 110763 G 1/8 4/6 31.5 17.0 8.0 14 

120.02 110764 G 1/8 6/8 36.5 21.0 8.0 17 

120.03 110765 G 1/8 8/10 40.5 24.0 8.0 19 

120.04 110766 G 1/8 9/12 44.5 28.0 8.0 22 

120.11 110767 G 1/4 4/6 37.0 17.0 12.0 17 

120.12 110768 G 1/4 6/8 41.0 21.0 12.0 17 

120.13 110769 G 1/4 8/10 45.0 24.0 12.0 19 

120.14 110770 G 1/4 9/12 48.5 28.0 12.0 22 

120.21 110771 G 3/8 4/6 38.5 17.0 12.0 22 

120.22 110772 G 3/8 6/8 42.5 21.0 12.0 22 

120.23 110773 G 3/8 8/10 45.5 24.0 12.0 22 

120.24 110774 G 3/8 9/12 49.5 28.0 12.0 22 

120.31 110775 G 1/2 4/6 43.0 17.0 14.0 27 

120.32 110776 G 1/2 6/8 47.0 21.0 14.0 27 

120.33 110777 G 1/2 8/10 50.0 24.0 14.0 27 

120.34 110778 G 1/2 9/12 54.0 28.0 14.0 27 
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Female connectors with female G thread 
 

Art. No. Ident No Thread 
For hose 

mm 
L 

mm 
L1 

mm 
a/f 

mm 

120.41 110779 G 1/8 4/6 31.0 17.0 14 

120.42 110780 G 1/8 6/8 36.0 21.0 17 

120.43 110781 G 1/8 8/10 39.0 24.0 19 

120.44 110782 G 1/8 9/12 43.0 28.0 22 

120.51 110783 G 1/4 4/6 36.0 17.0 17 

120.52 110784 G 1/4 6/8 41.0 21.0 17 

120.53 110785 G 1/4 8/10 44.0 24.0 19 

120.54 110786 G 1/4 9/12 48.0 28.0 22 

120.61 110787 G 3/8 4/6 36.0 17.0 22 

120.62 110788 G 3/8 6/8 41.0 21.0 22 

120.63 110789 G 3/8 8/10 44.0 24.0 22 

120.64 110790 G 3/8 9/12 48.0 28.0 22 

120.71 110791 G 1/2 4/6 38.0 17.0 27 

120.72 110792 G 1/2 6/8 42.0 21.0 27 

120.73 110793 G 1/2 8/10 44.0 24.0 27 

120.74 110794 G 1/2 9/12 49.0 28.0 27 
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Male elbows with male G thread 
 

Art. No. Ident No. Thread 
For hose 

mm 
L 

mm 
L1 

mm 
L2 

mm 
L3 

mm 
D 

mm 

140.51 110795 G 1/8 4/6 8.0 12.0 8.0 17.0 13.0 

140.52 110796 G 1/8 6/8 8.0 15.0 9.0 21.0 15.0 

140.53 110797 G 1/8 8/10 8.0 17.0 12.0 24.0 20.0 

140.54 110798 G 1/8 9/12 8.0 19.0 12.0 28.0 20.0 

140.61 110799 G 1/4 4/6 12.0 13.0 9.0 17.0 15.0 

140.62 110800 G 1/4 6/8 12.0 15.0 9.0 21.0 15.0 

140.63 110801 G 1/4 8/10 12.0 20.0 12.0 24.0 20.0 

140.64 110802 G 1/4 9/12 12.0 19.0 12.0 28.0 20.0 

140.71 110803 G 3/8 4/6 12.0 18.0 12.0 17.0 20.0 

140.72 110804 G 3/8 6/8 12.0 15.0 12.0 21.0 20.0 

140.73 110805 G 3/8 8/10 12.0 17.0 12.0 24.0 20.0 

140.74 110806 G 3/8 9/12 12.0 19.0 12.0 28.0 20.0 

140.81 110807 G 1/2 4/6 14.0 15.0 15.0 17.0 25.0 

140.82 110808 G 1/2 6/8 14.0 15.0 15.0 21.0 25.0 

140.83 110809 G 1/2 8/10 14.0 17.0 15.0 24.0 25.0 

140.84 110810 G 1/2 9/12 14.0 19.0 15.0 28.0 25.0 
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Female elbows with female G thread 
 

Art. No. Ident Nr. 
Thread 

mm 
For hose 

mm 
L 

mm 
L1 

mm 
L2 

mm 
L3 

mm 
D 

mm 

150.01 110811 G 1/8 4/6 10.0 17.0 9.0 17.0 15.0 

150.02 110812 G 1/8 6/8 10.0 17.0 9.0 21.0 15.0 

150.11 110813 G 1/4 4/6 15.0 20.0 12.0 17.0 20.0 

150.12 110814 G 1/4 6/8 15.0 20.0 12.0 21.0 20.0 

150.13 110815 G 1/4 8/10 15.0 20.0 12.0 24.0 20.0 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Male branch tees with male G thread 
 

Art. No. Ident Nr. Thread 
For hose 

mm 
L 

mm 
L1 

mm 
L2 

mm 
L3 

mm 
D 

mm 

150.41 110816 G 1/8 4/6 16.0 18.0 12.0 8.0 12.0 

150.42 110817 G 1/8 6/8 20.0 21.0 12.0 8.0 15.0 

150.51 110818 G 1/4 4/6 20.0 17.0 15.0 12.0 15.0 

150.52 110819 G 1/4 6/8 20.0 21.0 15.0 12.0 15.0 
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Hose connectors 
 

Art. No. Ident Nr. 
For hose 

Ø DN 
mm 

For hose 
Ø DN 1 

mm 

L 
mm 

L1 
mm 

L2 
mm 

a/f 
mm 

140.01 110828 4/6 4/6 39.0 17.0 17.0 14 

140.02 110829 6/8 6/8 49.0 21.0 21.0 19 

140.03 110830 8/10 8/10 55.0 24.0 24.0 22 

140.04 110831 9/12 9/12 64.0 28.0 28.0 24 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Elbow hose connectors 
 

Art. No. Ident Nr. 
For hose 

Ø DN 
mm 

For hose 
Ø DN 1 

mm 

L 
mm 

L1 
mm 

L2 
mm 

L3 
mm 

D 
mm 

140.11 110832 4/6 4/6 8.0 17.0 8.0 17.0 13.0 

140.12 110833 6/8 6/8 9.0 21.0 9.0 21.0 15.0 

140.13 110834 8/10 8/10 12.0 24.0 12.0 24.0 20.0 

140.14 110835 9/12 9/12 15.0 28.0 15.0 28.0 20.0 
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Tee hose connectors 
 

Art. No. Ident Nr. 
For hose 

Ø DN 
mm 

For hose 
Ø DN 1 

mm 

For hose 
Ø DN 2 

mm 

L 
mm 

L1 
mm 

L2 
mm 

L3 
mm 

D 
mm 

140.21 110836 4/6 4/6 4/6 9.0 17.0 17.0 17.0 12.0 

140.22 110837 6/8 6/8 6/8 10.0 21.0 21.0 21.0 15.0 

140.23 110838 8/10 8/10 8/10 12.0 24.0 24.0 24.0 20.0 

140.24 110839 9/12 9/12 9/12 12.0 28.0 28.0 28.0 20.0 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Bulkhead couplings 
 

Art. No. Ident Nr. 
For hose 

Ø DN 
mm 

For hose 
Ø DN 1 

mm 

L 
mm 

L1 
mm 

L2 
mm 

Thread 
a 

mm 
a/f 

mm 
a/f 1 
mm 

140.31 110840 4/6 4/6 53.0 22.0 31.0 M10x1.0 9.0 14 14 

140.32 110841 6/8 6/8 64.0 28.0 36.0 M14x1.5 9.0 19 19 

140.33 110842 8/10 8/10 73.0 32.0 41.0 M16x1.5 10.0 22 22 

140.34 110843 9/12 9/12 84.0 36.0 48.0 M18x1.5 12.0 24 24 
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Bulkhead elbow couplings 
 

Art. No. Ident Nr. 
For hose 

Ø DN 
mm 

For hose 
Ø DN 1 

L 
mm 

L1 
mm 

L2 
mm 

L3 
mm 

D 
mm 

a 
mm 

a/f 
mm 

Thread 

140.41 110844 4/6 4/6 25.0 8.0 12.0 43.0 13.0 9.0 14 M10x1.0 

140.42 110845 6/8 6/8 33.0 12.0 17.0 53.0 20.0 9.0 19 M14x1.5 

140.43 110846 8/10 8/10 36.0 12.0 17.0 58.0 20.0 10.0 22 M16x1.5 

140.44 110847 9/12 9/12 43.0 15.0 19.0 67.0 25.0 12.0 24 M18x1.5 

 
 
Knurled nuts, Polypropylene 
 

Art. No. 
Ident Nr. 

For hose 
mm 

Length 
mm 

160.01 110820 4/6 13.5 

160.02 110821 6/8 17.0 

160.03 110822 8/10 18.0 

160.04 110823 9/12 20.0 

 
 
 
Clamping rings, Polypropylene 
 

Art. No. 
Ident Nr. 

For hose 
mm 

Length 
mm 

170.01 110824 4/6 6.0 

170.02 110825 6/8 8.0 

170.03 110826 8/10 10.0 

170.04 110827 9/12 11.0 

 
 

140.41 

160.01 

170.01 
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