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Hexagonal lock nut 

  

   

 

Thread a/f Brass Nickel-plated brass Stainless steel 1.4571 Stainless steel 1.4408 

M10x1,0 14 mm MS238M10 MSN238M10 - - 

M12x1,0 17 mm MS238M12 MSN238M12 - - 

M14x1,0 19 mm MS238M14 MSN238M14 - - 

M16x1,0 22 mm MS238M16 MSN238M16 - - 

M20x1,5 27 mm MS238M20 MSN238M20 - - 

M22x1,0 27 mm MS238M22 MSN238M22 - - 

M28x1,5 38 mm MS238M28 MSN238M28 - - 

M24x2 28 mm MS238M24 MSN238M24 - - 

M42x2 50 mm MS238M42 MSN238M42 - - 

M49x2 60 mm MS238M49 MSN238M49 - - 

M54x2 65 mm MS238M54 MSN238M54 - - 

G 1/8 14 mm MS23818 MSN23818 265.01-ES SKMG18ES4408 

G 1/4 17 mm MS23814 MSN23814 265.02-ES SKMG14ES4408 

G 3/8 19 mm MS23838 MSN23838 265.03-ES SKMG38ES4408 

G 1/2 24 mm MS23812 MSN23812 265.04-ES SKMG12ES4408 

G 3/4 32 mm MS23834 MSN23834 265.05-ES SKMG34ES4408 

G 1 41 mm MS2381 MSN2381 265.06-ES SKMG1ES4408 

G 1 1/4 50 mm MS238114 MSN238114 265.07-ES SKMG114ES4408 

G 1 1/2 58 mm MS238112 MSN238112 265.08-ES SKMG112ES4408 

G 2 70 mm MS2382 MSN2382 265.09-ES SKMG2ES4408 
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