
 

Hose reel  
Type No. 259/6020 to 259/6023 

 P 7-127_e 

 

 

RIEGLER & Co. KG, Sales Engineering  edition  01/2024 page 1 from 1 
Schützenstraße 27 | 72574 Bad Urach 
Phone  +49 7125 9497-642 
technik@riegler.de 
 
Subject to technical changes an errors reserved. The proficiency testing is the responsibility of the user. The specified data do not represent legally 
guaranteed properties. 

For compressed air / water – heavy-duty type 
 
Heavy-duty steel design for industrial applications. Blue, powder-coated housing. 
An automatic latching mechanism allows the hose to be engaged at any length. Enclosed spring. Precise locking 
device for continuous feeding or latching mechanism. Reel guide prevents excessive wear on the hose 
 
 
 
Hose material                             Polyurethane, non-braided 
Max. operating pressure            10 bar 
Min. operating temperature       -10 °C 
Max. operating temperature       40 °C 
Thread, Input                              Hose stem 8 mm 
Mounting options                        Wall, floor or ceiling 
 

 
 
 
 
 
 
 
 
 

Hose reel for compressed air / water, heavy-duty type 

Type No. Art. No. Hose size 
mm 

Hose length 
m 

Threaded connection 
hose 

B 
mm 

259/6020 113970 10.0x6.5 10.0 R 1/4 140.0 

259/6021 113971 10.0x6.5 20.0 R 1/4 140.0 

259/6022 113972 12.0x8.0 15.0 R 3/8 140.0 

259/6023 113973 16.0x11.0 15.0 R 1/2 140.0 
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