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Material: Bright galvanised steel (W1) 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
Material: Stainless steel 1.4301 (W4) 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

One-ear hose clamps, bright galvanised steel 

Art. No. 
 

Ident No. Clamping range 
mm 

Band width  
mm 

156 A 114150 7.0 – 9.0 6.0 

156 B 114151 8.0 – 10.0 6.0 

156 C 114152 9.0 – 11.0 6.5 

156 D 114153 10.0 – 12.0 6.5 

156 E 114154 11.0 – 13.0 6.5 

156 F 114155 12.0 – 14.0 7.0 

156 G 114156 14.0 – 16.0 7.0 

156 H 114157 16.0 – 18.0 7.0 

One-ear hose clamps, stainless steel 

Art. No. 
Ident No. Clamping range 

mm 
Band width  

mm 

156 A-ES 114158 7.0 – 9.0 6.0 

156 B-ES 114159 8.0 – 10.0 6.0 

156 C-ES 114160 9.0 – 11.0 6.5 

156 D-ES 114161 10.0 – 12.0 6.5 

156 E-ES 114162 11.0 – 13.0 6.5 

156 F-ES 114163 12.0 – 14.0 7.0 

156 G-ES 114164 14.0 – 16.0 7.0 

156 H-ES 114165 16.0 – 18.0 7.0 
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