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Material Stainless steel 1.4301 (W4) 
 
 
 
 
  
 
 
 
 
 
  
 
 
 
 
 
 
 

Two-ear hose clamps, stainless steel 

Art. No. Type No. Clamping range 
mm 

Band width 
mm 

A 
mm 

B 
mm 

C 
mm 

D 
mm 

E 
mm 

114141 157 A-ES 5.0 – 7.0 6.0 7.3 4.3 6.0 11.5 0.6 

114142 157 B-ES 7.0 – 9.0 6.0 9.3 4.8 6.0 14.5 0.8 

114143 157 C-ES 9.0 – 11.0 6.5 11.3 5.3 6.5 16.5 0.8 

114144 157 D-ES 11.0 – 13.0 6.5 13.3 5.8 6.5 19.0 0.8 

114145 157 E-ES 13.0 – 15.0 7.0 15.3 6.3 7.0 21.5 1.0 

114146 157 F-ES 14.0 – 17.0 7.0 17.5 6.6 7.0 24.0 1.0 

114147 157 G-ES 17.0 – 20.0 7.5 20.5 7.6 7.5 27.0 1.0 

114148 157 H-ES 20.0 – 23.0 8.0 23.5 8.5 8.0 30.5 1.0 

114149 157 J-ES 22.0 – 25.0 8.5 25.5 9.1 8.5 33.5 1.2 
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