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»Standard« series, chromium steel 1.4016 (W 2), band width 9 and 12 mm 
 
Worm drive type. 
 
For all standard applications where high clamping forces are normally distributed. 
 
 
Material Chromium steel 1.4016 (W 2) 
Hexagon-head screws a/f 7, with integrated cross-tip, bright 

galvanised steel, passivated blue 
 
 
 
 

Worm drive hose clamps, chromium steel, 1.4016 (W 2), 9 mm 

Art. No. 
 

Ident No. Clamping range  
mm 

Band width 
mm 

158 A 114201 8.0 – 12.0 9.0  

158 B 114202 10.0 – 16.0 9.0  

158 C 114203 12.0 – 20.0 9.0  

158 D 114204 16.0 – 25.0 9.0  

158 E 114205 20.0 – 32.0 9.0  

158 G 114206 25.0 – 40.0 9.0  

158 J 114207 32.0 – 50.0 9.0  

158 K 114208 40.0 – 60.0 9.0  

158 L 114209 50.0 – 70.0 9.0  

158 M 114210 60.0 – 80.0 9.0  

158 N 114211 70.0 – 90.0 9.0  

158 P 114212 80.0 – 100.0 9.0  

158 R 114213 90.0 - 110.0 9.0  

 
 

Worm drive hose clamps, chromium steel, 1.4016 (W 2), 12 mm 

Art. No. 
 

Ident No. Clamping range 
mm 

Band width 
mm 

1580 C-12 114214 12.0 – 20.0 12.0  

1580 D-12 114215 16.0 – 25.0 12.0  

1580 E-12 114216 20.0 – 32.0 12.0  

1580 G-12 114217 25.0 – 40.0 12.0  

1580 J-12 114218 32.0 – 50.0 12.0  

1580 K-12 114219 40.0 – 60.0 12.0  

1580 L-12 114220 50.0 – 70.0 12.0  

1580 M-12 114221 60.0 – 80.0 12.0  

1580 N-12 114222 70.0 – 90.0 12.0  

1580 P-12 114223 80.0 – 100.0 12.0  

1580 R-12 114224 90.0 - 110.0 12.0  

 

 
 
             158 G 

 

 
 
1580 J-12 
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158 A – 158 B 
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158 C – 158 J 
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158 K – 158 R 
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1580 C-12 – 1580 E-12 
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1580 G-12 – 1580 J-12 
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1580 K-12 – 1580 R-12 
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